
F I R E  S T A T I O N  1 0
F I R E  S E R V I C E  O P E R AT I O N S

E N G I N E E R I N G

E X I S T I N G  S L O P E  C O N D I T I O N  –  
E r o s i o n  P r o n e  M a r i n e  T e r r a c e  D e p o s i t s  ( s a n d s  a n d  s i l t s ) ,  r e q u i r e s  s t a b i l i z a t i o n

T Y P I C A L  R E T A I N I N G  W A L L  –  C o n f i g u r a t i o n / D e s i g n  f o r  S i m i l a r  P r o j e c t s

P R O P O S E D  S T A B I L I Z A T I O N  –  D e e p  P i l e s  a n d  R e t a i n i n g  W a l l  a t / n e a r  p r o p e r t y  l i n e

10 ft.

10 ft.

Width of UPRR ~ 40 ft. 

~10 ft.

Fill

Piles 
Min. 10’ below 
toe of slope

Retaining 
Wall 

CONCEPTUAL STABILIZATION (Preferred)

Fire Station 
Driveway

Fire Station

NORTH SLOPE FIRE STATION #10

Pile stabilized site

Fire Station Site

30-35 ft.

Property Line
Property line along slope 
(~10 ft. below top of slope)

Top of slope


